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These are very simple to install, use and set-up for any school or archery club use.
The TATS will be on our website soon CLICK HERE and in the '07/08 LAS Catalog.
NASP Schools, Archery Clubs, etc. will receive 10% Off or $359 for the base system.
** Note Options such as:
    $120 Driver, transformer and a louder external horn (NASP Instructor normally uses whistle blasts)
    $129 Outdoor Enclosure/UB LED Kit 
    $  59 Ceiling or Floor Stand Display Mounts
Our TATS, Target Archery Timing System is a stand-alone 3-digit intelligent LED display that includes an infrared light for operation with the wireless remote control.  The TATS is easy to install, simple to setup and operate, range-tested tough and yet it's very affordable!
The Target Archery Timing System includes 2 push buttons and 100 feet of wire for starting, resetting or stopping the time. 
Displays and counts down any time up to 9 minutes, 59 seconds. (9:59  m:ss)
Display features large 5 1/2' high, bright red LED numbers easily visible at up to 125 feet away. 
Durability against arrow strikes is guaranteed with clear 1/4' Lexan Shield over entire display face. 
We recommend mounting or placement downrange in the center or right side of the range when used individually.  
Additional LED displays can be wired together using the communications link to synchronize the timers for a large event. 
External Horn Option Available: Includes internal Driver, 24V transformer, Loud 116db Horn, Wiring, Instructions  $120.00
1 Year Warranty against manufacturing defects or non-operative condition. (if not caused by abuse)
The TATS Target Archery Timing System includes the quality 3-digit intelligent LED Display and:
One Wireless Remote Control for start/stop/reset of countdown, setting countdown time, audio chime, etc. (~40' range)
Can be used in conjunction with or instead of the wired push buttons to increase/decrease time on the display or to quick set the display and change any of the programmable options.
One 24V AC Power Adapter with 20 foot cord powers the Intelligent Timing Clock and LED Display
Two Brass Push Buttons with 100 feet of wire
Features Internal audio chime programmable for beginning or end of timed shooting sequence.
1/4' Lexan Protective Display Shield to protect against arrow strike damage. 
Simple, easy Instructions, programming and FAQ/trouble shooting guide, spec. sheet and wiring diagram.
Operation
Simple to use: Press one button to start countdown of timer, push same button again to stop if preferred; press 2nd button to reset time, it's that easy!
Installation and Set-Up: First, connect the Brass Push Buttons to the display inputs '1' and '2'(if used). Next, connect the AC power adapter(included) to the display and plug into an AC outlet, then mount the Display.  Using the Remote or Push Buttons, the programmable options may now be set using the mode, select and advance buttons (see programming instructions).
Voltage Input Requirements ............24 volts AC or DC
Character Height .............................5.5 Inches
Character Viewing Distance ............125 Feet
Temp ...............................................-20°C to 70°C or -4°F to 158°F
Case ................................................Aluminum Extrusion
Color ................................................Black Frame w/ Red Faceplate
Environment ....................................Indoor Use (Standard) or Optional Outdoor Enclosure/Ultra Bright LED Kit ($129)
Power Requirements .......................3.5 Watts
Mounting .........................................Wall Mount (Standard)     Optional Ceiling ($59) or Floor Mount w/ Stand ($ 59)Weight .............................................3.2 lbs Dimensions ......................................9.1'H x 13.2'W x 2' Depth 
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